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ICS 880F4 15” Chain Saw

Square corners, narrow deep cutting and small openings 

8 gpm hydraulic chain saw

Quiet, smooth, powerful and rugged
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ICS 880F4 15” Chain Saw 

Christchurch Branch
11a Parkhouse Road
Wigram 8042
Christchurch

Auckland Branch 
3a Cowley Place
Albany 0632
North Shore

Nelson Head Office

PO Box 3464
65 Main Road
Richmond 7050
New Zealand

P:+64 (03) 543 9750
F:+64 (03) 544 0110
E: info@holer.co.nz

ICS 880F4 Chain Saw 
The new 880F4 cutting system offers the superior strength of FORCE4™ 
technology in a package that meets industry standards of design and ergonomics. Built 
for the hardcore cutter, this sleek powerhouse is packed with features designed to make it 
the hardest working saw ICS® has ever made.

 

General Features

◦   Quiet, smooth, powerful and rugged
◦   Includes a built-in WallWalker® for 
    easier cutting
◦   Trigger activated valve for on demand 
    water
◦   A modular design for easier servicing 
◦   For cutting into materials such as brick, 
    block or reinforced concrete structures
◦   Allows you to cut deeper, cleaner and 
    more accurately and in far less time
◦   Tight spaces, single side access, small 
    holes and square corners
◦   Light weight and portabel as well as a 
    time saver
◦   Stronger and more reliable 
◦   Redesigned carburetion and ignition 
    systems that work together to ensure 
    easy starting, cooling operation and 
    dependable performance
◦   Great for irregular shaped holes or 
    concrete pipe, minimizing the patchwork 
    associated with breaking and chipping
◦   Versatile and easy to use     

 

Technical Specifications

Weight 12.4kg w/ bar & chain

Motor Speed 6100 rpm

Powerhead Dimensions
23”Lx10.5”Hx9.5”W
58.5cmx26.5cmx24cm

Torque 122 in lbs

Horsepower 11.5 hp

Bar Length

Hydraulic Supply

15”

8gpm (30 Ipm), 
2500 psi (172.5 bar)

Noise Level 88 dB @ 3ft (1m)

Accessories Included

Vibration Level

Water Supply

4 metres/second² 
(front handle)
Minimum 20 psi 
(1.5 bar)

•Product data shown is rated based on maximum input conditions 
 and efficiency assumptions and may vary dependent on power supply  




