
Error codes for WEKA SR drills (SR38/SR38BA & SR75/SR75BA

Error code Meaning Procedure/Rectification
1 Overload The motor has been overloaded suddenly 

(possible Jammed motor/drill bit) 
• Remove blockage, restart drill and attempt to

continue.

2 Over Temperature Motor not being cooled enough
• Increase water flow.
• Decrease supply water temperature.

3 Overload The motor has been used beyond its limits; 
• Restart with reduced feed in speed and allow the bit to work at its own

speed.
• High steel content in concrete, ease up on pressure when drilling through

steel.

4 Interrupt Serious fault in controller, Return to Holer for servicing.

5 Watchdog Serious fault in controller, Return to Holer for servicing.

6 Brown Out Serious fault in controller, Return to Holer for servicing.

8 Maintenance hours 
Exceeded

After 250 Hours of operation, the machine must be  
serviced. Contact Holer to discuss servicing arrangements. For temporary 
restarting, the start button must be pressed 3 times quickly.

10 Intermediate Voltage 
missing

Charging circuit for UZW damaged, Return to Holer for servicing.

11 Mains Voltage too High The machine is connected to too high supply voltage.

• Reduce supply voltage (at generator most likely).

12 Mains Voltage too Low The machine is connected to too low supply voltage.

• Increase supply voltage (at generator most likely).

• Extension cord is too long or needs to be uncoiled.

13 Operational Voltage too High The voltage is continuously or momentarily too high.

• Generator Surging/running too fast.

• interference potential.

14 Operations Voltage too Low The voltage is continuously or momentarily too low.

• Extension cord too long or needs to be uncoiled.

• Generator not powerful enough/ Voltage dropping under load.

• Individual phase failure on supply.

30 Over Current DC-Motor

31 Transcription error  
Communication feed

Fault in system, Return Drill motor and feed system to Holer for servicing.

32 Transcription Blackout 
Communication feed

Fault in system, Return Drill motor and feed system to Holer for servicing.

33 Long Idle speed Time period between start of auto feed and drill making contact with 
material (loading of motor) too long
• Start the drill bit closer to work surface (~5mm
• Check engagement of auto feed motor onto drill rig (check black star knob

is fully engaged)

34 Perforation The drill bit has passed all the way through the material, hole is completed, drill 
will stop automatically

35 Stop Up to Marking The stop mark on drill rig is reached, hole is complete and feed/drill motor is stopped.

36 Vibrations too strong The drill motor is vibrating too much to work safely.

• Check the cable between DC motor and machine for 
damage/pinching/shorts

• Clean/check the AutoFeed connector & socket.
• Possible Fault in system, Return Drill motor and feed system 

to Holer for servicing. 

Error codes 30-36 relate specifically to the Auto Feed 
System only.




