
SAFETY INFO
This dust shroud is designed to aid dust control when used in conjunction with an appropriate industrial grade dry dust extractor. It needs to be securely fitted to a suitable angle grinder with no 
modification to the dust shroud or angle grinder. Always use appropriate PPE including safety glasses, ear protection and dust mask
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STEP 4: 
Place the 
distance spacer 
onto the drive 
spacer.

STEP 1: 
Attach the right 
collar to the dust 
shroud. 
See component 
guide below.

STEP 2: 
Attach the dust 
shroud to the 
grinder.

STEP 3: 
Turn the grinder 
and dust shroud 
over. Place the 
drive spacer onto 
the dust shroud.

STEP 5: 
Place the cup 
wheel upside 
down and 
secure it with 
the threaded 
nut.

COMPONENT GUIDE

Collar (included) 

Drive spacer with key
(manufacturer’s original) 

Distance spacer (included)

Threaded nut (included)

Makita Hitachi Milwaukee Dewalt Metabo FlexBosch

MA1 HI1 MIL1 (AGV12-125XPD) ME1DE

Short

BO1BO1

Low High

Long 

FLEX L1710FRA 

EASY ASSEMBLY IN 5 SIMPLE STEPS    COMPOSITE EDGE AA & ALUMINIUM EDGE AAA DUST SHROUD 125mm/5”


